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GENERAL  CONDITIONS  
 

With regard to this document, G.P. TECNO S. r.l. retains the right to remouve the products and 
modify any characteristic, configuration or content without advance notice.  
Furthermore, G.P. TECNO S.r.l. is not responsible for any inaccuracy and/or misprint for this 
document.  

 
CONTACT INFORMATION  

 
EXPORT DEPARTMENT 
 

 G.P. TECNO S.r.l. ï Via Albenga, 20  ï 10134 TORINO (ITALY)  
Phone:+39/011/3173202  
Fax:    +39/011/3172149  
E-mail:  p.delre@gptecno.it  
 

REPAIR ï SPARE PARTS ï RETURNED PRODUCT ACCEPTANCE 
 

 G.P. TECNO S.r.l. ï Via Albenga, 20 ï 10134 TORINO (I TALY) 
Phone:+39/011/3173202  
Fax:    +39/011/3172149  
E-mail:  viviana@gptecno.it  
 

TECHNICAL SUPPORT 
 

 G.P. TECNO S.r.l. ï Via Albenga, 20 ï 10134 TORINO (ITALY)  
Phone:+39/011/3173202  
Fax:    +39/011/3172149  
E-mail:  g.pittatore@gptecno.it  
 

STANDARD WARRANTY C ONDITIONS  
 

G.P. TECNO S.r.l. sales all the products listed here with 12 -month standard warranty 
coverage, plus 1 month exemption, starting from products pick -up date from warehouse. 
Warranty extension is foreseen. Warranty management takes place at G.P. TE CNO 
headquarters, Torino (ITALY)  
 

RETURN OF GOODS FOR REPAIR  
 

For product repair, the Return Number (RMA) must be requested in advance to G.P. TECNOôs 
Customer Assistance.  
Transport document must be filled as follows:  
 

TRANSPORT DOCUMENTôS HEADING 
 

 G.P. T ECNO S.r.l. ï Via Albenga, 20 ï 10134 TORINO (ITALY)  
 

GOODS DESTINATION  
 

 G.P. TECNO S.r.l. ï v. Albe nga, 20 ï 10134 TORINO (ITALY)  
 

TRANSPORT OBIECT  
 

 Return for repair  
 

IN NOTES SECTION, SPECIFY:  
  

Return authorization number, rele ased by Customer Assist ance  
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SHIPMENT COSTS  
 

Return for repair of products still under warranty coverage: outbound from customer is at 
customerôs charge ï the return for repair is ex works Torino (ITALY) ï return: at G.P. TECNOôs 
charge.  
Return for repair of products no longer under warranty coverage: outbound and return at 
customerôs charge 
 

PRODUCTS AND CONFIGURATIONS READING TIPS  
 
BLACK COLOR SECTIONS: BASIC SYSTEMôS VARIANT  

 
Variant is intended as a variation of basic configurationôs component characteristic, 
thus, for exa mple, Hard Disk Drive or RAM memory; a variant might be, for instance, a 
hard disk with larger capacity, or a display with a different size.  
 

GREY COLOR SECTIONS: BASIC OPTION  
  
Option is intended as a component that is not originally included into produ ctôs basic 
configuration; options could be, for example, a CD/DVD unit or a warranty extension.  
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Fanless Panel  PCs  

CPU

OPTIONS

Mass storage interfaces

512 MB

1 x 184-pin DIMM socket support DDR200/266 SDRAM

RAM MEMORY

HDD 2.5" E-IDE ATA - 60 GB, 5400 rpm (Warning 1)

Power supply 12 Vdc 

HARD DISK

Frontal access interfaces

Rear access interfaces 1 x Ethernet 10/100 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse - 1 x USB 2.0 - 1 x VGA

Rear access serial interfaces

Chipset Intel 852GM/GME and ICH4

Motherboard

1 GB

1 GB

IP65

RAM memory sockets

Intel Celeron M @ 600 MHz - 512 KB L2 cache - FSB 400 MHz - soldered on board

Touch-Screen 6,4" - 4-wire resistive technology - on board integrated controller

Touch-Screen 8,4" - 4-wire resistive technology - on board integrated controller
TOUCH-SCREEN

Panel mountCase

ANNOTATIONS

Environmental specifications
Operating temperature: 0 ~ 50 °C without HDD, 0 ~ 45 °C with HD  

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)

BUS expansion slots 1 x Mini-PCI interface

Maximum system memory

None

1 x UltraATA/33 bus master IDE channel for up to 2 ATAPI devices

Solid State Disk socket 1 x NOVRAM socket IDE1 integrated on board, supports DiskOnModule with 5 V power supply

512 MB

PPC06 - PPC08 - PPC10 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

Frontal protection

Overall dimensions & weight

No HD

Intel 852GME built-in Extreme Graphic Technology integrated on-board (external port) 

and LVDS digital interface for LCD
Video controller

No Touch-Screen

LE-370CM6 model

1 x Compact Flash Type I slot integrated on board, external access

PPC06-370

PPC08-370

PPC10-370

Basic Configuration
LCD TFT 6,4"/8,4"/10,4" - Touch screen - Intel Celeron M @ 600 MHz - 128 MB RAM - 

No HD - No FDD/CD - 12 Vdc power supply - Panel Mount
LCD TFT 6,4" - VGA, 640x480, 262K colors, 1 backlights, 400 cd/m

2 

Viewing angle: 120° horizontal, 95° vertical

LCD TFT 8,4" - SVGA, 800x600, 262K colors, 2 backlights, 220 cd/m
2 

Viewing angle: 130° horizontal, 110° vertical

LCD TFT 10,4" - SVGA, 800x600, 262K colors, 2 backlights, 400 cd/m
2 

Viewing angle: 120° horizontal, 100° vertical

PPC06 - PPC08 - PPC10 BASIC SYSTEMS

DISPLAY

Minimum system memory

Touch-Screen 10,4" - 5-wire resistive technology - on board integrated controller

WARNINGS

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

2 x RS232, DB9 male connector

220 Vac power external adapter

See details on the rear

Solid State Disk slots
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Fanless Panel PCs  

 

DISPLAY

See details on the rear

Video controller

LE-370CM6 model

Chipset Intel 852GM/GME and ICH4

Pow er supply See options

Maximum system memory

RAM memory sockets 1 x 184-pin DIMM socket supports DDR200/266 SDRAM

POWER SUPPLY
10 ~ 36 Vdc (Warning 1)

220 Vac power with external adapter (Warning 1)

1 GB

Solid State Disk slots 1 x Compact Flash Type I slot integrated on board, external access

Minimum system memory 512 MB

1 x UltraATA/33 bus master IDE channel for up 2 ATAPI devicesMass storage interfaces

Intel Celeron M @ 1,5 GHz - 512 KB L2 cache - FSB 400 MHz (no fanless)

Touch-Screen 12" - 5-wire resistive technology - on board integrated controller

ANNOTATIONS

Environmental specif ications
Operating temperature: 0 ~ 50 °C w ithout HDD, 0 ~ 45 °C w ith HD  

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)

BUS expansion slots 1 x Mini-PCI interface 1 x PCI interface

Motherboard

RAM MEMORY
512 MB

HARD DISK
No HD

HDD 2.5" E-IDE ATA - 60 GB, 5400 rpm (Warning 1)

PPC12-370

Basic Configuration
LCD TFT 12" - Touch screen - Intel Celeron M @ 600 MHz - 128 MB RAM - 

No HD - No FDD/CD - External 220 Vac power supply - Panel mount
LCD TFT12" - SVGA, 800x600, 262K colors, 1 backlights, 300 cd/m2 

View ing angle: 80° horizontal, 40° vertical

No Touch-Screen

PPC12 BASIC SYSTEMS

TOUCH-SCREEN

1 x USB 2.0 (Warning 1) instead of the rear USB

WARNINGS

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

Rear access interfaces

Panel mount

PPC12 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

Frontal protection IP65

Overall dimensions & w eight

Case

Intel Celeron M @ 600 MHz - 512 KB L2 cache - FSB 400 MHz - soldered on board
CPU

Solid State Disk socket 1 x NOVRAM socket IDE1 integrated on board, supports DiskOnModule w ith +5 V pow er supply

1 GB

2 x RS232, DB9 male connector 

Intel 852GME built-in Extreme Graphic Technology integrated on-board (external port)

and LVDS digital interface for LCD

Rear access serial interfaces

1 x Ethernet 10/100 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse - 1 x USB 2.0 - 1 x VGA

Frontal access interfaces
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Fanless Panel PCs   

DISPLAY

CPU

Solid State Disk socket 1 x NOVRAM socket IDE1 integrated on board, supports DiskOnModule w ith +5 V pow er supply

1 GB

2 x RS232, DB9 male connector 

Intel 852GME built-in Extreme Graphic Technology integrated on-board (external port)

and LVDS digital interface for LCD

Rear access serial interfaces

1 x Ethernet 10/100 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse - 1 x USB 2.0 - 1 x VGA

Frontal access interfaces 1 x USB 2.0 (Warning 1) instead of the rear USB

WARNINGS

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

Rear access interfaces

Panel mount

PPC12 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

PPC15-370

Basic Configuration
LCD TFT 15" - Touch screen - Intel Celeron M @ 600 MHz - 128 MB RAM - 

No HD - No FDD/CD - External 220 Vac power supply - Panel mount
LCD TFT15" - XGA, 1024x768, 262K colors, 2 backlights, 250 cd/m2 

View ing angle: 130° horizontal, 100° vertical

No Touch-Screen

PPC12 BASIC SYSTEMS

TOUCH-SCREEN

RAM MEMORY
512 MB

Intel Celeron M @ 600 MHz - 512 KB L2 cache - FSB 400 MHz - soldered on board

Touch-Screen 15" - 5-wire resistive technology - on board integrated controller

ANNOTATIONS

Environmental specif ications
Operating temperature: 0 ~ 50 °C w ithout HDD, 0 ~ 45 °C w ith HD  

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)

BUS expansion slots 1 x Mini-PCI interface 2 x PCI interface

Motherboard

HARD DISK
No HD

Frontal protection IP65

Overall dimensions & w eight

Case

POWER SUPPLY
10 ~ 36 Vdc (Warning 1)

220 Vac power with external adapter (Warning 1)

1 GB

Solid State Disk slots 1 x Compact Flash Type I slot integrated on board, external access

Minimum system memory 512 MB

1 x UltraATA/33 bus master IDE channel for up 2 ATAPI devicesMass storage interfaces

HDD 2.5" E-IDE ATA - 60 GB, 5400 rpm (Warning 1)

Chipset Intel 852GM/GME and ICH4

Pow er supply See options

Maximum system memory

RAM memory sockets 1 x 184-pin DIMM socket supports DDR200/266 SDRAM

See details on the rear

Video controller

LE-370CM6 model
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Fanless Panel PCs  

CPU

RAM MEMORY

1 x Compact Flash socket for Type I memory

2 x UltraDMA 100 bus master IDE channels up to 4 ATAPI devicesMass storage interfaces

1 x 184-pin DIMM socket supports DDR266/333 SDRAM

Minimum system memory 256 MB

RAM memory

Solid State Disk socket

Maximum system memory 1 GB

Bus Expansion Slots 1 x PCMCIA - 1 x slim PCI

Intel 855GME built-in Intel Extreme Graphics 2 

Intel 855GME and ICH4

Case

LV-671CM6 model

Panel mount

Motherboard

Video controller

Chipset

PPC15 BASIC SYSTEMS

256 MB

1 GB

Intel Celeron M @ 600 MHz ULV soldered on board

PPC15-671Z

Basic Configuration
Intel Celeron M @ 600 MHz - 256 MB RAM  

Integrated 220 Vac power supply 

Overall dimensions & weight

512 MB

See details on the rear

HARD DISK

POWER SUPPLY
18 ~ 36 Vdc power supply

BPC100 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

HDD 3.5" ATA 133 - 80 GB, 7200 rpm

HDD 3.5" ATA 133 - 160 GB, 7200 rpm

85 ~ 264 Vac 50 ~ 60 Hz autoswitch

WARNINGS

Rear access interfaces
1 x Ethernet 10/100/1000 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse - 2 x USB 2,0 - 1 x VGA - 

Audio (5,1 channel, line-in, line-out, Mic-in)

Solid State Disk slot 1 x IDE interface for DiskOnModule with 5 V power supply

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

Rear access serial interfaces 2 x RS232, DB9 male connector 

Environmental specifications Operating temperature: 0 ~ 50 °C without HDD or with HD Heavy Duty, 0 ~ 45 °C with standard HD  

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)ANNOTATIONS
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Domotic  Panel PCs  

CPU

OPTIONS

Video controller

220 Vac power external adapter

PPC06 - PPC10 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

VIA CX700M  integrates UniChrome Pro II 2D/3D graphics & video processor

and LVDS for LCD

Frontal protection IP65

Power supply 8~24 Vdc integrated on board - autoranging

DPC06-365

DPC10-365

Basic Configuration
LCD TFT 6,4"/10,4" - Touch screen - VIA V4 Eden @ 1 GHz - 128 MB RAM 

No HD - No FDD/CD - 8 ~ 24 Vdc power supply - Panel Mount

DISPLAY

LCD TFT 6,4" - VGA, 640x480, 262K colors, 1 backlights, 400 cd/m
2 

Viewing angle: 120° horizontal, 95° vertical

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)

LCD TFT 10,4" - SVGA, 800x600, 262K colors, 1 backlights, 400 cd/m
2 

Viewing angle: 120° horizontal, 100° vertical

TOUCH-SCREEN

Chipset VIA CX700M

ANNOTATIONS

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

Environmental specifications

WARNINGS

2 x Mini-PCI interface

Operating temperature: 0 ~ 50 °C without HDD, 0 ~ 45 °C with HD  

Frontal access interfaces 1 x USB 2.0 (only DPC10) (Warning 1)

Rear access interfaces

Mass storage interfaces 2 x Serial ATA interface up to 300MB/s transfer rate

1 x Ethernet 10/100/1000 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse - 2 x USB 2.0 - 1 x VGA

Rear access serial interfaces 1 x RS232, DB9 male connector  - 1 x RS232/422/485, DB9 male connector

Solid State Disk slots 1 x Compact Flash Type II slot integrated on board, external access

Solid State Disk socket 1 x 44-pin Ultra DMA IDE interface supports up to 2 ATAPI devices

BUS expansion slots

Minimum system memory 512 MB

Maximum system memory 1 GB

RAM memory sockets 1 x 240-pin socket supports DDRII 533/400 SO-DIMM

Motherboard LE-365CM6 model

HDD 2.5" E-IDE ATA - 60 GB, 5400 rpm (Warning 1)

Overall dimensions & weight See details on the rear

Case Panel mount

VIA V4 Eden @ 1 GHz - FSB 400 MHz - soldered on board

512 MB

1 GB

DPC06 - DPC10 BASIC SYSTEMS

No HD

No Touch-Screen

Touch-Screen 6,4" - 4-wire resistive technology - on board integrated controller

Touch-Screen 10,4" - 5-wire resistive technology - on board integrated controller

RAM MEMORY

HARD DISK
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Domotic  Panel PCs  

CPU

OPTIONS

Case Panel mount

Video controller

DPC15-365

Basic Configuration
LCD TFT 15" - Touch screen - VIA V4 Eden @ 1 GHz - 128 MB RAM 

No HD - No FDD/CD - 8 ~ 24 Vdc power supply - Panel Mount

VIA CX700M

VIA CX700M  integrates UniChrome Pro II 2D/3D graphics & video processor

and LVDS for LCD

Frontal protection IP65

WARNINGS

RAM MEMORY

HARD DISK

220 Vac power external adapter

PPC15 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)

ANNOTATIONS

Chipset

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

Environmental specifications

2 x Mini-PCI interface

LCD TFT 15" - XGA, 1024x768, 16M colors, 2 backlights, 250 cd/m
2 

Viewing angle: 130° horizontal, 100° vertical

TOUCH-SCREEN

Operating temperature: 0 ~ 50 °C without HDD, 0 ~ 45 °C with HD  

Frontal access interfaces 1 x USB 2.0 (Warning 1)

Rear access interfaces

Mass storage interfaces 2 x Serial ATA interface up to 300MB/s transfer rate

1 x Ethernet 10/100/1000 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse

2 x USB 2.0 - 1 x VGA

Rear access serial interfaces 1 x RS232, DB9 male connector  - 1 x RS232/422/485, DB9 male connector

Solid State Disk slots 1 x Compact Flash Type II slot integrated on board, external access

Solid State Disk socket 1 x 44-pin Ultra DMA IDE interface supports up to 2 ATAPI devices

BUS expansion slots

Minimum system memory 512 MB

Maximum system memory 1 GB

RAM memory sockets 1 x 240-pin socket supports DDRII 533/400 SO-DIMM

512 MB

1 GB

Power supply 8~24 Vdc integrated on board - autoranging

Motherboard LE-365CM6 model

HDD 2.5" E-IDE ATA - 60 GB, 5400 rpm (Warning 1)

Overall dimensions & weight See details on the rear

DPC15 BASIC SYSTEMS

No HD

No Touch-Screen

Touch-Screen 15" - 5-wire resistive technology - on board integrated controller

VIA V4 Eden @ 1 GHz - FSB 400 MHz - soldered on board
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General Purpose  Panel PCs  

OPTIONS

POWER SUPPLY
85 ~ 264 Vac 50 ~ 60 Hz autoswitch

18 ~ 36 Vdc power supply

FD / CD
No FD / CD

COMBO with FD and CD reader (Warning 1)

HDD 2.5" E-IDE ATA - 80 GB, 5400 rpm

HDD 2.5" E-IDE ATA - 60 GB, 5400 rpm, Enanched Availability 24x7 (Warning 1)

RAM MEMORY

256 MB

512 MB

1 GB

CPU
Intel Celeron  @ 2 GHz - FSB 400 - 128 KB L2 cache 

Intel Pentium IV @ 2,8 GHz - FSB 533 - 512 KB L2 cache

Chipset

ANNOTATIONS

Environmental specifications
Operating temperature: 0 ~ 50 °C without HDD or with HD Heavy Duty, 0 ~ 45 °C with standard HD  

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)

BUS expansion slots 2 x PCI slots (Warning 1)

Rear access interfaces
1 x Ethernet 10/100 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse - 2 x USB 2,0 - 1 x VGA - 

Audio (5,1 channel, line-in, line-out, Mic-in, CD-in, S/P DIF interface) - IEEE1394

Rear access serial interfaces 1 x RS232, DB9 male connector 

PPC15 - PPC17 BASIC SYSTEMS

PPC15 - PPC17 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

Frontal protection IP65

Overall dimensions & weight See details on the rear

DISPLAY

TOUCH-SCREEN

HARD DISK

2 x UltraATA/100 bus master IDE channels up to 4 ATAPI devices

Intel 845GV GMCH chipset built-in Intel Extreme Graphics with 266 MHz VGA core 

and LVDS digital interface for LCD
Video controller

Minimum system memory

Maximum system memory 1 GB

Frontal access interfaces

RAM memory

Case

One 184-pin DIMM socket supports DDR266/333 SDRAM

1 x USB 2,0 (Warning 1)

Intel Brookdale-G(GV) with 82845GV GMCH and 82801DB ICH4

Solid State Disk socket 1 x 32-pin DIP JEDEC DiskOnChip socket (Flash Memory up to 512 MB with ECC/EDC data protection)

Mass storage interfaces

256 MB

Touch-Screen 15" - 5-wire resistive technology - on board integrated controller

Touch-Screen 17" - 5-wire resistive technology - on board integrated controller

LV-670 model

Panel mount

HDD 2.5" E-IDE ATA - 60 GB, 5400 rpm

HDD 2.5" E-IDE ATA - 20 GB, 4200 rpm, Extended Temperature Range (Warning 1)

PCI BUS extender for up to 2 PCI cards (Warning 1) 

WARNINGS

PPC15-670

PPC17-670

Basic Configuration
LCD TFT 15,1"/17" - Touch screen - Intel Celeron @ 2 GHz - 

256 MB RAM - HD 40 GB - Integrated 220 Vac power supply - Panel mount

LCD TFT 15,1" - XGA, 1024x768, 16M colors, 2 backlights, 350 cd/m
2 

Viewing angle: 100° horizontal, 90° vertical

LCD TFT 17" - SXGA, 1280x1024, 16M colors, 2 backlights, 350 cd/m
2 

Viewing angle: 100° horizontal, 90° vertical

No Touch-Screen

Motherboard
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General Purpose  Panel PCs  

CPU

RAM MEMORY

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

Rear access serial interfaces 2 x RS232, DB9 male connector 

Environmental specifications Operating temperature: 0 ~ 50 °C without HDD or with HD Heavy Duty, 0 ~ 45 °C with standard HD  

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)ANNOTATIONS

PPC15 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

HDD 3.5" ATA 133 - 80 GB, 7200 rpm

HDD 3.5" ATA 133 - 160 GB, 7200 rpm

85 ~ 264 Vac 50 ~ 60 Hz autoswitch

WARNINGS

Rear access interfaces
1 x Ethernet 10/100/1000 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse - 2 x USB 2,0 - 1 x VGA - 

Audio (5,1 channel, line-in, line-out, Mic-in)

Solid State Disk slot 1 x IDE interface for DiskOnModule with 5 V power supply

PPC15-671

Basic Configuration
Intel Celeron M @ 1,5 GHz - 256 MB RAM  

Integrated 220 Vac power supply 

Overall dimensions & weight

512 MB

See details on the rear

HARD DISK

POWER SUPPLY
18 ~ 36 Vdc power supply

PPC15 BASIC SYSTEMS

256 MB

1 GB

Intel Celeron M @ 1,5 GHz 

Bus Expansion Slots 1 x PCMCIA - 1 x slim PCI

Intel 855GME built-in Intel Extreme Graphics 2 

Intel 855GME and ICH4

Case

LV-671 model

Panel mount

Motherboard

Video controller

Chipset

1 x Compact Flash socket for Type I memory

2 x UltraDMA 100 bus master IDE channels up to 4 ATAPI devicesMass storage interfaces

1 x 184-pin DIMM socket supports DDR266/333 SDRAM

Minimum system memory 256 MB

RAM memory

Solid State Disk socket

Maximum system memory 1 GB
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General Purpose  Panel PCs  

Mass storage interfaces

Frontal protection IP65

LCD TFT 17" - SXGA, 1280x1024, 16M colors, 2 backlights, 350 cd/m
2 

Viewing angle: 100° horizontal, 90° vertical
DISPLAY

TOUCH-SCREEN

No Touch-Screen

Touch-Screen 15" - 5-wire resistive technology - on board integrated controller

Touch-Screen 17" - 5-wire resistive technology - on board integrated controller

ANNOTATIONS

Environmental specifications
Operating temperature: 0 ~ 50 °C without HDD or with HD Heavy Duty, 0 ~ 45 °C with standard HD  

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)

BUS expansion slots 1 x PCI-Express and 1 x Mini-PCI slot

HDD 2.5" E-IDE ATA - 80 GB, 5400 rpm

HDD 2.5" E-IDE ATA - 60 GB, 5400 rpm, Enanched Availability 24x7 (Warning 1)

HDD 2.5" E-IDE ATA - 20 GB, 4200 rpm, Extended Temperature Range (Warning 1)

1 x USB 2,0 (note 1)

2 x RS232, DB9 male connector 

Rear access interfaces
2 x Ethernet 10/100/1000 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse - 4 x USB 2,0 - 1 x VGA - 

Audio (5,1 channel, line-in, line-out, Mic-in) - IEEE1394

Rear access serial interfaces

Frontal access interfaces

RAM memory

4 x Serial ATA interface with 150 MB/s transfer rate

512 MB

2 x 240-pin DDR2 DIMM socket supports  400/533 DDR2 RAM

Maximum system memory 2 GB

Intel 915G integrated GMA (Graphic Media Accelerator) 900 Technology

LV-672 model

Panel mountCase

PPC15 PPC17 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

Chipset Intel 915G & ICH6R

Solid State Disk socket

PPC15-672

PPC17-672

Basic Configuration
LCD TFT 15"/17" -  Intel Celeron @ 2,8 GHz - 

512 MB RAM - HD 40 GB - Integrated 220 Vac power supply - Panel mount

LCD TFT 15" - XGA, 1024x768, 262K colors, 2 backlights, 350 cd/m
2 

Viewing angle: 100° horizontal, 90° vertical

PPC15-PPC17 BASIC SYSTEMS

Overall dimensions & weight See details on the rear

CPU
Intel Celeron @ 2,8 GHz - FSB 533 - 256 MB L2 cache LGA775 

Intel Pentium IV @ 2,8 GHz - FSB 800 - 1024 MB L2 cache LGA 775

WARNINGS

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

Motherboard

1 x IDE1socket for DiskOnModule with +5V power supply

Video controller

Minimum system memory

POWER SUPPLY
85 ~ 264 Vac 50 ~ 60 Hz autoswitch

18 ~ 36 Vdc power supply

RAM MEMORY

512 MB

1 GB

2 GB

OPTIONS

HARD DISK

HDD 2.5" E-IDE ATA - 60 GB, 5400 rpm

FD / CD
No FD / CD

COMBO with FD and CD reader (Warning 1)
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General Purpose  Panel PCs  

OPTIONS

HARD DISK

HDD 2.5" SATA - 60 GB, 5400 rpm

FD / CD
No FD / CD

COMBO with FD and CD reader (Warning 1)

POWER SUPPLY
85 ~ 264 Vac 50 ~ 60 Hz autoswitch

18 ~ 36 Vdc power supply

RAM MEMORY

512 MB

1 GB

2 GB

CPU
Intel Core 2 Duo @ 2,2 GHz - FSB 800 - 2 MB L2 cache LGA775 

WARNINGS

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

Motherboard

Video controller

Minimum system memory

Chipset Intel 82Q965 & ICH8DO

Solid State Disk socket

PPC15-676

PPC17-676

Basic Configuration
LCD TFT 15"/17" -  Intel Core 2 Duo @ 2,2 GHz - 

512 MB RAM - HD 60 GB - Integrated 220 Vac power supply - Panel mount

LCD TFT 15" - XGA, 1024x768, 262K colors, 2 backlights, 350 cd/m
2 

Viewing angle: 100° horizontal, 90° vertical

PPC15-PPC17 BASIC SYSTEMS

Overall dimensions & weight See details on the rear

Intel integrated GMA 3000 Technology

LV-676 model

Panel mountCase

PPC15 PPC17 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

Rear access interfaces
2 x Ethernet 10/100/1000 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse - 4 x USB 2,0 - 1 x VGA - 

Audio (5,1 channel, line-in, line-out, Mic-in) - 2 x IEEE1394

Rear access serial interfaces

Frontal access interfaces

RAM memory

6 x Serial ATA interface with 300 MB/s transfer rate

512 MB

2 x 240-pin DIMM socket supports  533/667/800 DDR2 RAM

Maximum system memory 3 GB

ANNOTATIONS

Environmental specifications
Operating temperature: 0 ~ 50 °C without HDD or with HD Heavy Duty, 0 ~ 45 °C with standard HD  

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)

BUS expansion slots 1 x PCI and 1 x Mini-PCI slot

HDD 2.5" SATA - 80 GB, 5400 rpm

HDD 2.5" SATA - 60 GB, 5400 rpm, Enanched Availability 24x7 (Warning 1)

HDD 2.5" SATA - 20 GB, 4200 rpm, Extended Temperature Range (Warning 1)

1 x USB 2,0 (note 1)

1 x RS232 and 1 x RS232/422/485, DB9 male connectors 

Mass storage interfaces

Frontal protection IP65

LCD TFT 17" - SXGA, 1280x1024, 16M colors, 2 backlights, 350 cd/m
2 

Viewing angle: 100° horizontal, 90° vertical
DISPLAY

TOUCH-SCREEN

No Touch-Screen

Touch-Screen 15" - 5-wire resistive technology - on board integrated controller

Touch-Screen 17" - 5-wire resistive technology - on board integrated controller
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General Purpose  Panel PCs  

DISPLAY

KEYBOARD

Intel Core 2 Duo @ 2,2 GHz - 2 MB L2 cache - 800 MHz FSB 

512 MB

PCI BUS extender for up to 2 PCI cards (Warning 1) 

HARD DISK
HDD 2.5" SATA - 80 GB, 5400 rpm, 8 MB buffer

Touch-Screen 15" - 5-wire resistive technology (Warning 1)

1024 MB

2048 MB

ANNOTATIONS

Environmental specifications
Operating temperature: 0 ~ 50 °C without HDD or with HD Heavy Duty, 0 ~ 45 °C with standard HD  

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)

BUS expansion slots 1 x PCI and 1 x Mini-PCI slots (note 1)

Rear access interfaces
2 x Ethernet 10/100/1000 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse -

4 x USB 2.0 - 1 x VGA - 2 x IEEE1394

Rear access serial interfaces 13 x RS232, DB9 male connector - 1 x RS232/422/485, DB15 male connector

PPC15 BASIC SYSTEMS

PPC15 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

Frontal protection IP65

Overall dimensions & weight See details on the rear

85 ~ 264 Vac 50 ~ 60 Hz autoswitch

18 ~ 36 Vdc power supply

HDD 2.5" SATA - 60 GB, 5400 rpm, 8 MB buffer

Case

WARNINGS

LV-676 model

Power supply 85~264 Vac 50~60 Hz autoswitch

Chipset Intel 82Q965 & ICH8DO

Mass storage interfaces 6 x Serial ATAII interface up to 300MB/s support RAID 0, 1, 5, 10 and Intel Matrix Storage Technology

Intel GMA 3000 Technology 

2 x 240-pin DDRII 533/667/800 MHz

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

PPC15-676T

Basic Configuration
LCD TFT 15" - Keyboard - Intel Core 2 Duo @ 2,2 GHz - 

512 MB RAM - HD 60 GB - FD/CD - Integrated 220 Vac power supply - Panel mount

LCD TFT 15" - XGA, 1024x768, 16M colors, 2 backlights, 350 cd/m
2 

Viewing angle: 100° horizontal, 90° vertical

CPU

RAM MEMORY

POWER SUPPLY

OPTIONS

1- Available Layouts: USA, FRA to be defined at time of order

Keyboard with integrated Track-pad

Keyboard Full alphanumeric short travel Keyboard with integrated Track-pad (Note 1)

Solid State Disk socket

512 MB

Video controller

Minimum system memory

3 GB

Motherboard

RAM memory

Maximum system memory

Panel mount
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General Purpose  Panel PCs  

DISPLAY

KEYBOARD

85 ~ 264 Vac 50 ~ 60 Hz autoswitch

18 ~ 36 Vdc power supply

OPTIONS
Touch-Screen 15,1" - 5-wire resistive technology (Warning 1)

HARD DISK

HDD 2.5" E-IDE ATA - 40 GB, 5400 rpm

HDD 2.5" E-IDE ATA - 80 GB, 5400 rpm

HDD 2.5" E-IDE ATA - 40 GB, 5400 rpm, Enanched Availability 24x7 (Warning 1)

HDD 2.5" E-IDE ATA - 20 GB, 4200 rpm, Extended Temperature Range (Warning 1)

RAM MEMORY

256 MB

512 MB

1 GB

FD / CD
No FD / CD

COMBO with FD and CD reader (Warning 1)

POWER SUPPLY

WARNINGS

1 - This option MUST be requested at time of order, as native feature, CAN NOT BE INSTALLED LATER

Motherboard

1- Available Layouts: USA, FRA, GER SPA, CYR to be defined at time of order

1 x 32-pin DIP JEDEC DiskOnChip socket (Flash Memory up to 512 MB with ECC/EDC data protection)

Video controller

Minimum system memory

Chipset Intel Brookdale-G(GV) with 82845GV GMCH and 82801DB ICH4

Solid State Disk socket

Frontal protection IP65

PPC15-670T

Basic Configuration
LCD TFT 15,1" - Keyboard and Mouse - Intel Celeron @ 2 GHz - 

256 MB RAM - HD 40 GB - Integrated 220 Vac power supply - Panel mount

LCD TFT 15,1" - XGA, 1024x768, 16M colors, 2 backlights, 350 cd/m
2 

Viewing angle: 100° horizontal, 90° vertical

PPC15T BASIC SYSTEMS

CPU
Intel Celeron  @ 2 GHz - FSB 400 - 128 KB L2 cache 

Intel Pentium IV @ 2,8 GHz - FSB 533 - 512 KB L2 cache

LV-670 model

Keyboard with integrated Mouse-Button

Panel mount

PCI BUS extender for up to 2 PCI cards (Warning 1) 

85~264 Vac 50~60 Hz autoswitch

Keyboard

Rear access interfaces
1 x Ethernet 10/100 Mbps, RJ45 - 1 x PS/2 for Keyboard/Mouse - 2 x USB 2,0 - 1 x VGA - 

Audio (5,1 channel, line-in, line-out, Mic-in, CD-in, S/P DIF interface) - IEEE1394

Rear access serial interfaces

Frontal access interfaces

Intel 845GV GMCH chipset built-in Intel Extreme Graphics with 266 MHz VGA core 

and LVDS digital interface for LCD

Full alphanumeric silicone Keyboard with mouse button (Note 1)

Overall dimensions & weight See details on the rear

Power supply

RAM memory

2 x UltraATA/100 bus master IDE channels up to 4 ATAPI devices

256 MB

One 184-pin DIMM socket supports DDR266/333 SDRAM

1 GB

Mass storage interfaces

Case

PPC15 BASIC SYSTEMS TECHNICAL SPECIFICATIONS

ANNOTATIONS

Environmental specifications
Operating temperature: 0 ~ 50 °C without HDD or with HD Heavy Duty, 0 ~ 45 °C with standard HD  

Storage temperature: -20 ~ 60 °C - Humidity: 80% (non-condensing)

BUS expansion slots 2 x PCI slots (note 1)

1 x USB 2,0 (note 1)

1 x RS232, DB9 male connector

Maximum system memory
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